
ATEK Access Technologies
10025 Valley View Road, Ste. 190 
Eden Prairie, MN 55344 U.S.A. 

PH:  1.800.523.6996 
FAX: 1.800.589.3705
 +1.218.829.9797

www.atekaccess.com

223-0122-000  Rev. B  5/19                   

©2019 ATEK Access Technologies, LLC. All Rights Reserved. Larco images and marketing materials are protected by various patents, copyrights and/or 
trademarks. ATEK assumes no responsibility for any errors which may appear in this document, reserves the right to change devices or specifications 
detailed herein at any time without notice, and does not make any commitment to update the information contained herein. No licenses to patents or 
other intellectual property of ATEK are granted by the Company in connection with the sale of Larco products, expressly or by implication.

  
WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov

Automatic Door Mat
Specifications
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Electrode Assembly
• Low-voltage (30VAC/VDC or less) normally-open constant contact switch
• High-durability 24-gauge steel
• 18-gauge, 12-foot, 2-wire cords
• Hermetically encapsulated switch and lead wires
• Designed to meet IP67 and NEMA 6
• Water-tight and totally submersible

Outer Covering
• Proprietary molded vinyl
• Shore A hardness 72 ± 2
• Dielectric strength - 300 volts/mil
• Ribbed to prevent slipping
• Colors: Black or Brown (others available)
• Monogram, logos and lettering capabilities

Load Capacity
• 3,000 psi

Temperature Range
• -35ºF to 120ºF
• -37ºC to 49ºC

Activation Sensitivity
• 5-10 lbs. in normal foot traffic

Chemical Resistance
Excellent resistance to:
• Ice
• Snow
• Salt (chlorides)
• Most floor cleaners (including wax)
• Petroleum solvents & oils
For a complete chemical resistance chart, contact ATEK directly.

Final Inspection
Each Larco mat is 100% inspected for 
electrical functionality and visually checked 
for proper cure, cord adhesion and 
aesthetic appearance.

Packaging
Each mat is packaged with wooden
framing to help prevent damage in 
shipping.


